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FRSTENERS. HANGER STRAPS OR RODS

BAND OF SAME
SIZE AS HANGER

MAX. DUCT @| QUANTITY/SIZE MAX. LOAD
IN. [mm] IN. [mm LBS. [kq]

MAX.,
SPACING
IN. [mm]

STRAP

26 [650] | ONE 1 [25] x 22 GA STRAP | 260 [119]

144 [3600]

50"

36 [900] | ONE 1 [25] x 18 GA STRAP | 420 [190]

144 [3600]

50 [1250] ONE 1 [25] x 16 GA STRAP | 700 [317]

144 [3600]

[1250mm]e
& UNDER

60 [1500] | TWO 3/8 [10]¢. RODS 1320

[598]

144

[3600]

84 [2100] | TWO 1/2 [13]¢ RODS 2500

[1133]

144

[3600]

NOTE:
TABULATED DATA FROM SMACNA
INSULATION, BUT NO EXTERNAL

BAND

OVER 50”
[1250mm]e

ALLOWS FOR DUCT REINFORCING AND

LOAD.

@ ROUND DUCT HANGERS

DIFFUSER (TYP.) \ |

SEE NOTE 2 L,

FLEXIBLE AIR DUCT
A CONNECTOR. SEE DETAIL - —
SEE NOTE 1 REHEAT cou_7

SEE NOTE 3

l

SEE _NOTE 4

1. RIGID STRAIGHT TERMINAL UNIT INLET LENGTH SHALL BE A
MINIMUM OF 3 TIMES THE DIAMETER OF INLET

2. A FLEXIBLE AIR DUCT CONNECTOR IS NOT MANDATORY FOR INLET TO
THIS BOX, BUT ALLOWED TO ACCOMMODATE MINOR OFFSETS. MAXIMUM
LENGTH 3'—0" [900mm].

3. A BRANCH DUCT SERVING AN INDIVIDUAL BOX MAY BE THE SAME SIZE
AS THE BOX INLET, PROVIDED THE EQUIVALENT LENGTH OF THE
BRANCH DUCT, AS SHOWN, DOES NOT EXCEED 10 FEET (3 METERS).
FOR LONGER LENGTHS, INCREASE THE DUCT SIZE AND PROVIDE A
DUCT TRANSITION TO MAINTAIN THE DUCT STATIC PRESSURE DROP AT
OR BELOW 0.2”/100° [1.64Pa/m].

4. FLEXIBLE AIR DUCT CONNECTORS, WHEN USED FROM TERMINAL UNIT
SUPPLY AIR DUCT TO DIFFUSER, SHALL NOT EXCEED 5’-0"
[1500mm]. USE RIGID ELBOWS FOR CHANGE OF DIRECTION GREATER
THAN 45°.

5. COMPONENT ARRANGEMENT MAY VARY BY MANUFACTURER. PROVIDE
INSULATION W/VAPOR BARRIER FOR CONNECTING DUCT SECTIONS.

6. USE OF THE FLEXIBLE AIR DUCT CONNECTORS ARE NOT PERMITTED
FOR THE DEDICATED AHU SERVING THE SURGICAL SUITE.

] s
LAIR TERMINAL UNIT
(CV OR VAV)
SEE SPECIFICATIONS FOR
CLAMPS AND SEALANT (TYP.)
A SEE NOTE 5
NOTE: -

t

@ DUCT CONNECTIONS - AIR TERMINAL UNITS

SEE SPECIFICATIONS FOR CLAMPS

AND SEALANT (TYP.) THERMAL INSULATION
SEE SPECIFICATIONS

SUPPORT SADDLE

FROM STRUCTURE CONICAL OUTLET
FLEXIBLE DUCT SIZE

SAME AS DIFFUSER BRANCH DUCT—l

INLET: 5'—0" MAX
LENGTH.

USE RIGID ELBOWS

FOR CHANGE OF ,
DIRECTION GREATER
THAN 45° ’

LK
SHEET METAL “—VOLUME DAMPER W/

\ SADDLE LOCKING QUAD  f
[300mm]

e e =/

I alc

==
TYPICAL _/
DIFFUSER OR CEILING

REGISTER IN
LAY—=IN CLG.

NOTE:
THE USE OF FLEXIBLE AIR DUCT CONNECTORS ARE NOT PERMITTED
FOR THE DEDICATED AHU SERVING THE SURGICAL SUITE.

@ FLEXIBLE AIR DUCT CONNECTOR

18" S.S. FILLER

RECIRCULATION
KITCHEN HOOD

WET CHEMICAL FIRE
SUPRESSION

CONTROL PANEL

ANSUL OR
APPROVED EQUAL

- RANGE HOOD SHALL COMPLY WITH
&8l NFPA 101 AND NFPA 96AND SHALL
BE SUITABLE FOR USE WITH UL
197 COMPLIANT STOVE. AS
APPROVED BY THE VA AND THE
LOCAL FIRE MARSHALL. ALL
CLEARANCES SHALL MEET UL 710.
CONTRACTOR TO SUBMIT FOR
APPROVAL.

@ KITCHEN HOOD DETAIL

NTS
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